METAL ROOFING, WALL, AND
PERIMETER EDGE FINISHES

DrexellVletals &

Roofing Systems + Custom Fabrication ._///
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METAL ROOFING, WALL, AND PERIMETER EDGE FINISHES

e = In Stock m = Call for Availability - extended lead times may apply v/ = CRRC Approved Finishes * = New Color () = Previous Color

Color Options SR SRl 24gax20" 24gax48" 22gax48" 26gax20" 26gax27.5" 26gax48" 0.032x20" 0.032x48" 0.040X 48" 0.050x48" 0.063 x 48" CoRo;t:gof
Standard Colors

Aged Bronze* 029 29 o . L] ] [ ] v
Almond 0.53 62 o . ] ] . . = v
Antique Bronze

(Dark Bronze) 029 28 ° ° ° ° ° ° ° °

Black 0.20 17 . . . . ° . . .

Bone White

(Regal White) 0.67 81 . ° . . . . . . . . . v
Buckskin 038 41 o o ° . ]

Burgundy 024 23 o o ] n

Charcoal* 0.27 27 . . ° . . . v
Cityscape (Dove Gray) 0.44 49 ° ° . ° ° ° ° v
Colonial Red 032 34 o o . . . . ] v
Dark Bronze 026 24 . . . . . . . v
Forest Green 010 6 o o L} . . . .

Granite* 032 33 o o L . . . ° v
Hartford Green 029 29 o o

Hemlock Green 029 29 . . ] ] ] L v
Interstate Blue*

(Deep Blue Sea) Wiy & ° ° ° ° ° °

Iron Ore (Charcoal Gray) ~ 0.27 26 . . ° . . . . n

Mansard Brown 029 29 o o L} . . . ° v
Medium Bronze 0.26 26 o o o . . . ° . v
Midnight Bronze* 006 0 o o ] ] ] ]

Military Blue (Slate Blue) ~ 0.29 29 o o ° . L] u v
Musket Gray* 031 32 ° . o ° ° ° ° v
Pacific Blue* 025 24 o o . ° ] ] v
Patina Green 033 34 o . o . ] [ ] v
Sandstone 049 56 ° o L . . . . . v
Sierra Tan 036 39 . . ° . . . . v
Slate Gray 0.37 40 o o u . . . ° v
Stone White* 0.64 77 . . ° . . . = u v
Teal* 0.26 25 o o ] v
Terra Cotta 0.36 39 ° ° ° . . . v
Aspen Bronze 0.26 26 o o . . o

Autumn Red 032 34 u L] .

Chestnut Brown 029 29 u L} n .

Classic Bronze 029 28 . ° ° . n

Inkwell

(Low Gloss Granite) Ny H ° ° ° ° ° "

Midnight Green 029 29 L | .

Nantucket Gray 0.37 40 L] L} .

Pine 010 6 [ . n . .

Traditional Black 020 17 o o o o . [ ]

Antique Metal 0.34 34 ° °
vetaios |
Aged Copper* 0.26 25 u u ] v
Champagne 0.40 42 [ | [ | . . u . v
Copper Penny

(Metallic Copper) 04753 ° ° ° ° - ° v
Silver (Bright Silver) 049 54 . ° ° . . . . ° v
Weathered Zinc

(Preweathered Galvalume®) 028 23 ¢ ° ¢ ° ° ° ° v
Zinc* 0.33 35 o [ . . . . v
Award Blue (10-YR)* 021 17 o o

Cardinal Red (10-YR)* 0.37 39 ° ° ] = . v
Drexlume™ . . ° . . .

Mill Finished Aluminum . . .

Clear Anodized . . u

Dark Bronze Anodized ]

Black Anodized ] ] ]

Vintage® ° °

Urban Slate . .

HDG G90 18 gax48"x120" e20gax48"x120" e22gax48"x120"

w High-performance painted metal roofing and perimeter edge products. = Custom colors available.

= Drexel Metals standard sheets come in 48" x120". = Oil canning is not a cause for rejection.

= 35-year paint warranty on Galvalume® and Aluminum substrates, excluding Exotics. Ask about = Drexel Metals standard colors are produced by Sherwin-Williams® Coil PROUDLY FINISHED WITH

our Gold Standard Warranty. Coatings, Fluropon® a 70% PVDF Kynar 500® / Hylar® 5000 base resin with SHERWIN- VWLLIAMS@

25-year warranty on Drexlume™. ceramic pigments. All colors are formulated to ensure consistent appearance, . .
o ! i ; i uality and long-term appearance Coil Coatings
= Not all colors and gauges are stocked in all locations. Contact your local sales rep for specific quality 9 pp! :

stocking information and special requests including 22" coils, and custom gauges and widths.

CORPORATE HEADQUARTERS: 1234 GARDINER LANE, LOUISVILLE, KY 40213 | 888-321-9630 TOLL-FREE |502-690-6174 FAX | DREXELMETALS.COM

©2020 Drexel Metals, Inc. All rights reserved. Galvalume® is a registered trademark of BEIC International, Inc. Sherwin-Williams® Coil Coatings is a trademark of The Sherwin-Williams Company. Drexlume™ is a trademark of Drexel
Metals, Inc. Kynar 500@ is a registered trademark of Arkema, Inc. Hylar@ is a registered trademark of Solvay. Vintage®@ is a registered trademark of Steelscape LLC. Fluropon@ is a registered trademark of The Sherwin-Williams
Corporation. Colors shown represent the actual color as closely as possible. To ensure exact color for final approval, a metal color chip is available. Warranty statements mentioned are outlines; complete Limited Warranty

information is available on request. No other warranty expressed or implied is applicable. Please call or visit drexelmetals.com or residentialmetalroof.com for more details. Updated April 2020



